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ATTENTION: THE WORKING LIFE OF WIRELESS DIGITAL CALIPERS

ABATTERY IS ABOUT 3-5 MONTHS
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I INSPECTION g fransmit data Unit: mm
CERTIFICATE
A :
=9

X LN
'
data transmission signal light
1113-150 application
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= Non waterproof ]
= Built-in wireless data transmission module 10/“" =
= Transmission distance is 10 meter (under the condition of no , \\

obstruction and no electromagnetic interference) Lome & receiver
Resolution: 0.01mm/0.0005" ‘K ~
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Buttons: on/off, zero, mm/inch, data transmission
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= Automatic power off, move the digital unit to turn on power

= Battery CR2032 ‘, g -
u
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Made of stainless steel
Optional accessory: receiver (code 7315-2/3/6/7/8/9),
accessory set for digital calipers (code 6144, only for range 0-150mm and 0-200mm),

depth base attachment (code 6140) receiver (optional)

(mm)

Accuracy
1113-150* | 0-150mm/0-6" +0.03mm | 236 | 21 16 40 _ 3 .‘,.
=X : R s
1113-200* | 0-200mm/0-8" +0.03mm | 286 | 24 19 50 -

1113-300* | 0-300mm/0-12" | +0.03mm | 400 | 25 | 20.5 | 60 multichannel  single channel

receiver (7315-2)  receiver (7315-3)

*Supplied with manufacturer inspection certificate



